
Trucks

FSB 284-035 Engine Software Update 
(February 2014)

Items Correction

1 DOC face clogging.
Extend manual forced regeneration mode for 4min during AHI 

fuel purge operation. (detailed explanation on page 2)

2 Injector out of calibration.
Engine warning lamp lights up and fault code indicate in cluster 

when this error occurs. 

3 

Soot bar behavior change 

during manual forced 

regeneration.

Soot bar remain until manual forced regeneration is completed.

Engine Software Update
GH7 ENG

2011, 2012 and 2013 MY UD-MD

UD Trucks has authorized an engine software update that addresses the following items.

1. DOC face clogging.

2. Injector out of calibration.

3. Soot Bar behavior change during manual regeneration.

Verification Update is Required
Verify through the Vehicle Service Notification screen of the UD IntraNET system that 
the update is required.

Service personnel: Please circulate, read and initial
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Explanation of Software Update:

Items Corrections 

1 Software Update

DOC face clogging 

Note: Extend manual 

forced regeneration to 

secure AHI fuel purge 

operation. 

Extend manual forced regeneration mode for 4min during AHI fuel purge 

operation. (Message of manual forced regeneration on the multi display 

will remain during expanded time.) 
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Procedure:
Program MID128 - available date W1350. 
Verify software after update.



[New MID128 software list] 

US10 2011MY (C# 10000~14999) Part Number 

MSW 22322225 

CSW 245HP 22279128 

280HP 22279129 

245HP+Continuously Air injection with air regulator 22279130 

280HP+Continuously Air injection with air regulator 22279131 

DST1 245HP 22279138 

280HP 22279139 

DST2 22270726 

US10 2012MY (C# 15000~19999) Part Number 

MSW 22322225 

CSW 245HP 22279133 

280HP 22279134 

245HP+Continuously Air injection with air regulator 22279135 

280HP+Continuously Air injection with air regulator 22279136 

DST1 245HP 22279140 

280HP 22279141 

US10 2013MY (C# 20000~) Part Number 

MSW 22322255 

CSW 245HP 22279122 

280HP 22279123 

245HP+Continuously Air injection with air regulator 22279124 

280HP+Continuously Air injection with air regulator 22279125 

DST1 245HP 22279126 

280HP 22279127 

DST2 22270715 
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53500376

No additional parts or labor will be accepted when submitting the K753.
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