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PURPOSEPURPOSEPURPOSE  
 
To advise that the design of the intake pipe gasket for the J08E Engine has changed.  
 
CHANGE NOTICECHANGE NOTICECHANGE NOTICE  
 
Engines produced during June, 2005 and after, will utilize a plate type gasket (PN 14806-Z5000) on 
the intake pipe as shown below.  The application of liquid gasket compound is no longer used.   
                

                                                                         
 
                                                                                
 

DATE:   JULY 27, 2005 
MODEL YEAR:  2006 
ENGINE MODEL: J08 
CHASSIS MODEL: UD1800HD ~ UD3300 
BULLETIN NUMBER: EN-34 
FILE IN THE ENGINE SECTION OF THE TECHNICAL BULLETIN BINDER 

TECHNICAL BULLETIN ENTECHNICAL BULLETIN ENTECHNICAL BULLETIN EN---343434   

2006 J08 INTAKE PIPE GASKET DESIGN CHANGE2006 J08 INTAKE PIPE GASKET DESIGN CHANGE2006 J08 INTAKE PIPE GASKET DESIGN CHANGE   

THE INFORMATION CONTAINED IN THIS BULLETIN SHOULD NOT BE INTERPRETED AS THE BASIS FOR WARRANTY CLAIMS 
 

FOR THE INDICATED PERSONNEL BELOW, PLEASE READ, INITIAL, AND ROUTE TO THE FOLLOWING: 
 

      X SERVICE MANAGER                 X WARRANTY MANAGER      X      SERVICE TECHNICIANS INITIAL BELOW: 
  
      X PARTS MANAGER          X SHOP FOREMAN 


